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Kabely Cables/

Technické změny vyhrazeny. Uvedené hodnoty mají pouze informativní charakter.
Subject to technical changes. Numerical data are only informative.
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H05RN-F

2 x 0,75 5,70 - 7,40 80,00 14,40

3 G 0,75 6,20 - 8,10 95,00 21,60

2 x 1,00 6,10 - 8,00 95,00 19,00

3 G 1,00 6,50 - 8,50 115,00 29,00

H07RN-F

2 x 1,00 7,70 - 10,00 89,00 19,00

3 G 1,00 8,30 - 10,70 111,00 29,00

4 G 1,00 9,20 - 11,40 146,00 38,00

5 G 1,00 10,20 - 13,10 173,00 48,00

Počet žil a jmenovitý
průřez

Jmenovitý
průměr pláště
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vodiče
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Weight
C -numberu

(DE)

harmonizované pryžové kabely / harmonized rubber cables

KONSTRUKCE

JÁDRO: měděné laněné jádro, holé nebo pocínované
IZOLACE: směs EI4
VNĚJŠÍ PLÁŠŤ: směs EM2
NORMA: EN 50363-2-1

JMENOVITÉ NAPĚTÍ: H05RN-F - 300/500V
H07RN-F - 450/750 V

ZKUŠEBNÍ NAPĚTÍ: 2 00 V5
TEPLOTA: od -25°C do +90°C

POUŽITÍ:
Kabel pro těžké mechanické namáhání, olejiodolný, nešíří
plamen pro uložení ve vodě. Může být použit ve výbušném
prostředí. Pro pevné nebo pohyblivé uložení ve vnitřním i
vnějším prostředí. Pro napájení průmyslových a
zemědělských provozů. Pro pevnou instalaci v budovách.
Pro dočasná vedení strojů, výtahů apod.

CONSTRUCTION

CORE: fine stranded bare or tinned copper wire
INSULATION: EI4 mixture
OUTER SHEATH: EM2 mixture
STANDARD: EN 50363-2-1

NOMINAL VOLTAGE: H05RN-F - 300/500V
H07RN-F - 450/750 V

TESTING VOLTAGE: 2 00 V5
TEMPERATURE: from -25°C to +90°C

APPLICATION:
Rubber cable for moving electrical appliances in homes,
offices or similar. Suitable for usage in dry, humid and
outdoor environments. It is not suitable for permanent
installation in the outdoor environment.

CZ EN
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1 x 1,50 5,70 - 7,10 59,00 14,40

2 x 1,50 8,50 - 11,00 128,00 29,00

3 G 1,50 9,20 - 11,90 157,00 43,00

4 G 1,50 10,20 - 13,10 192,00 58,00

5 G 1,50 11,20 - 14,40 238,00 72,00

7 G 1,50 14,00 - 17,00 371,00 101,00

12 G 1,50 17,6 - 22,40 516,00 173,00

19 G 1,50 21,50 - 24,00 788,00 274,00

24 G 1,50 24,30 - 30,70 950,00 346,00

27 G 1,50 25,50 - 31,50 1077,00 385,00

37 G 1,50 27,80 - 35,20 1395,00 530,00

1 x 2,50 6,30 - 7,90 72,00 24,00

2 x 2,50 10,20 - 13,10 177,00 48,00

3 G 2,50 10,90 - 14,00 217,00 72,00

4 G 2,50 12,10 - 15,50 269,00 96,00

5 G 2,50 13,30 - 17,00 329,00 120,00

7 G 2,50 16,00 - 19,00 499,00 168,00

12 G 2,50 20,60 - 26,20 719,00 288,00

19 G 2,50 24,40 - 30,90 1068,00 456,00

24 G 2,50 28,80 - 36,40 1350,00 576,00

27 G 2,50 30,00 - 33,50 1521,00 638,00

1 x 4,00 7,20 - 9,00 99,00 38,00

2 x 4,00 11,8  - 15,10 249,00 77,00
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3 G 4,00 12,70 - 16,20 298,00 115,00

4 G 4,00 14,00 - 17,90 373,00 154,00

5 G 4,00 15,60 - 19,90 466,00 192,00

1 x 6,00 7,90 - 9,80 130,00 58,00

2 x 6,00 13,10 - 16,80 327,00 115,00

3 G 6,00 14,10 - 18,00 407,00 173,00

4 G 6,00 15,70 - 20,00 514,00 230,00

5 G 6,00 17,50 - 22,20 640,00 288,00

1 x 10,00 9,50 - 11,90 200,00 96,00

2 x 10,00 17,70 - 22,60 586,00 192,00

3 G 10,00 19,10 - 24,20 716,00 288,00

4 G 10,00 20,90 - 26,50 898,00 384,00

5 G 10,00 22,90 - 29,10 1107,00 480,00

1 x 16,00 10,80 - 13,40 278,00 154,00

2 x 16,00 22,20 - 25,70 810,00 308,00

3 G 16,00 21,80 - 2,60 1008,00 460,00

4 G 16,00 23,80 - 30,10 1253,00 614,00

5 G 16,00 26,40 - 33,30 1564,00 768,00

1 x 25,00 12,70 - 15,80 396,00 240,00

3 G 25 ,00 26,1 - 33,00 1451,00 720,00

4 G 25,00 28,90 - 36,60 1846,00 960,00

5 G 25,00 32,00 - 40,40 2291,00 1200,00

1 x 35,00 14,30 - 17,90 520,00 336,00
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3 G 35,00 29,30 - 37,10 1901,00 1008,00

4 G 35,00 32,50 - 41,10 2393,00 1344,00

5 G 35,00 37,00 - 45,00 2895,00 1680,00

1  x 50,00 16,50 - 20,60 719,00 480,00

3 G 50,00 34,10 - 42,90 2580,00 1440,00

4 G 50,00 37,70 - 47,50 3284,00 1920,00

5 G 50,00 42,00 -52,00 4025,00 2400,00

1 x 70,00 18,60 - 23,30 947,00 672,00

3 G 70,00 38,40 - 48,30 3386,00 2016,00

4 G 70,00 42,70 - 54,00 4331,00 2688,00

5 G 70,00 47,00 - 58,50 5340,00 3360,00

1 x 95,00 20,80 - 26,00 1230,00 912,00

3 G 95,00 43,30 - 54,00 4433,00 2736,00

4 G 95,00 48,40 - 61,00 5712,00 3648,00

1 x 120,00 22,80 - 28,60 1520,00 1152,00

3 G 120,00 47,40 - 60,00 5182,00 3456,00

4 G 120,00 53,00 - 66,00 6828,00 4608,00

1 x 150,00 25,20 -31,40 1887,00 1440,00

4 G 150,00 58,00 -73,00 8319,00 5760,00

1 x 185,00 27,60 - 34,40 2274,00 1776,00

4 G 185,00 64,00 - 80,00 10062,00 7104,00

1 x 240,00 30,60 - 38,30 2955,00 2304,00

1 x 300,00 33,50 - 41,90 3585,00 2880,00
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